Urinals

Bulbous Male Urinal Specification
Steady when standing due to flat bottom Spec No: 71787
surface. Capacity: 875ml
Enhanced patient comfort and easy pouring Material: Paper Pulp
thanks to ergonomic design and smooth finish Pmd”\‘/’\;e?;h‘if 5‘5‘3'1"4;05\’\/ X 125H mm
openlng. . . . Fluid Resistance: British Standard: PAS29:1999
One size fits all - the individual dispensing Fluid: Water
case is designed to fit current dispensers and Resistance Time: >4 Hours
holders. Resistance Temp: 35°C + 3°C
Easy to carry when full. Disposal: By maceration in accordance
Controlled pouring. with PAS29:1999

Single use for increased hygiene and reduced

risk of cross contamination. .
Maceratable for quick and easy handling and Packaging
disposal.

Fits easily between the patient’s legs. Units Per Carton: 100

Carton Weight: 4.35kg (average weight)
Carton Dimensions: 842L x 252W x 900H mm
Cartons Per Pallet: 5

Pallet Size: 1200L x 1050W x 1000H mm (approx.)
Box Weight: 0.86kg
Pallet Weight: 22kg

Carton Volume: 0.19m?

20ft Container: 157 Cartons

40ft Container: 314 Cartons




